TANK DIMENSIONS & APPROXIMATE WEIGHTS

(AS OF 10/1/16)

CAPACITY / STYLE STOCK # WIDTH|LENGTH [HEIGHT| INLETS [OUTLETS| WEIGHT
70 Gallon Pump/Dosing Pit (No Lid) 70P 29" 0.D. - 48" 36" 36" 955 +/- Ibs.
100 Gallon Pump/Dosing Pit (No Lid) 100P 35" 0.D. - 48" 36" 36" 1,234 +/- Ibs.
200 Gallon Tank (Monolithic) 200(P,GT) 44" 56" 40" 29" 27" 3,960 +/- Ibs.
300 Gallon Tank 300(P,GT) 44" 56" 53.5" 42.5" 40.5" 4,775 +/- Ibs.
425 Gallon Tank 425(P,GT) 44" 56" 73" 62" 60" 6,230+/-Ibs.
500 Gallon Round Pump Tank (Mono.) NJ500P-RD 78" O.D. - 44" 32" 30" 6,775+/-Ibs.
500 Gallon (Monolithic) Pump Tank 500P 53" 96" 40" 31" 29" 6,480+/-Ibs.
1000 Gallon "Lowboy" Tanks 1-Comp. NJ1000(S,P,DP,GT) 66" 126" 54" 42" 40" 11,890+/-Ibs.
1000 Gallon Tank- Heavy Duty 1-Comp. NJ1000(S,P,DP,GT)-HD 66" 126" 58" 42" 40" 15,030+/-Ibs.
1000 Gallon "Lowboy" Tanks 2-Comp. NJ1000(S,P,DP,GT)-2C 66" 126" 54" 43" 40" 12,890+/-Ibs.
1000 Gallon Tank- Heavy Duty 2-Comp. NJ1000(S,P,DP,GT)-HD-2C 66" 126" 58" 43" 40" 16,030+/-Ibs.
1250 Gallon Tank 1-Comp. NJ1250(S,P,DP,GT) 66" 126" 59" 47" 45" 12,500+/-Ibs.
1250 Gallon Tank- Heavy Duty 1-Comp. NJ1250(S,P,DP,GT)-HD 66" 126" 63" 47" 45" 15,640+/-Ibs.
1250 Gallon Tank 2-Comp. NJ1250(S,P,DP,GT)-2C 66" 126" 59" 47" 44" 13,580+/-Ibs.
1250 Gallon Tank- Heavy Duty 2-Comp. NJ1250(S,P,DP,GT)-HD-2C 66" 126" 63" 47" 44" 16,720+/-Ibs.
1300 Gallon Tank 1-Comp. NJ1300(S,P,DP,GT) 66" 126" 61" 49" 47" 12,500+/-Ibs.
1300 Gallon Tank- Heavy Duty 1-Comp. NJ1300(S,P,DP,GT)-HD 66" 126" 65" 49" 47" 15,640+/-Ibs.
1300 Gallon Tank 2-Comp. NJ1300(S,P,DP,GT)-2C 66" 126" 61" 49" 47" 13,580+/-Ibs.
1300 Gallon Tank- Heavy Duty 2-Comp. NJ1300(S,P,DP,GT)-HD-2C 66" 126" 65" 49" 46" 16,720+/-Ibs.
1500 Gallon Tank 1-Comp. NJ1500(S,P,DP,GT) 66" 126" 67" 55" 53" 13,480+/-Ibs.
1500 Gallon Tank- Heavy Duty 1-Comp. NJ1500(S,P,DP,GT)-HD 66" 126" 71" 55" 53" 16,620+/-Ibs.
1500 Gallon Tank 2-Comp. NJ1500(S,P,DP,GT)-2C 66" 126" 67" 55" 52" 14,715+/-Ibs.
1500 Gallon Tank- Heavy Duty 2-Comp. NJ1500(S,P,DP,GT)-HD-2C 66" 126" 71" 55" 52" 17,855+/-Ibs.
1750 Gallon Tank 1-Comp. NJ1750(S,P,DP,GT) 66" 126" 77" 65" 63" 14,700+/-Ibs.
1750 Gallon Tank- Heavy Duty 1-Comp. NJ1750(S,P,DP,GT)-HD 66" 126" 81" 65" 63" 17,840+/-Ibs.
1750 Gallon Tank 2-Comp. NJ1750(S,P,DP,GT)-2C 66" 126" 77" 65" 62" 16,120+/-Ibs.
1750 Gallon Tank- Heavy Duty 2-Comp. NJ1750(S,P,DP,GT)-HD-2C 66" 126" 81" 65" 62" 19,260+/-Ibs.
2000 Gallon Tanks 1-Comp. NJ2000(S,P,DP,GT) 66" 126" 84" 72" 70" 15,555+/-Ibs.
2000 Gallon Tank- Heavy Duty 1-Comp. NJ2000(S,P,DP,GT)-HD 66" 126" 88" 72" 70" 18,695+/-Ibs.
2000 Gallon Tanks 2-Comp. NJ2000(S,P,DP,GT)-2C 66" 126" 84" 72" 69" 17,135+/-Ibs.
2000 Gallon Tank- Heavy Duty 2-Comp. NJ2000(S,P,DP,GT)-HD-2C 66" 126" 88" 72" 69" 20,275+/-Ibs.
2250 Gallon Tank 1-Comp. NJ2250(S,P,DP,GT) 66" 126" 90" 78" 76" 16,290+/-Ibs.
2250 Gallon Tank- Heavy Duty 1-Comp. NJ2250(S,P,DP,GT)-HD 66" 126" 94" 78" 76" 19,425+/-Ibs.
2250 Gallon Tank 2-Comp. NJ2250(S,P,DP,GT)-2C 66" 126" 90" 78" 75" 18,015+/-Ibs.
2250 Gallon Tank- Heavy Duty 2-Comp. NJ2250(S,P,DP,GT)-HD-2C 66" 126" 94" 78" 75" 21,150+/-Ibs.
2500 Gallon Tank 1-Comp. NJ2500(P,DP) 66" 126" 7" 85" 83" 17,145+/-Ibs.
3000 Gallon Tank 1-Comp. NJ3000(P,DP) 66" 126" 114 102" 100" 19,220+/-Ibs.
Valve Pit VLV-PIT 44" 56" 36 As Required 3150+/-Ibs.

Stock # Codes: S= Septic Tank, P= Pump Tank, DP= Duplex Pump Tank, GT

= Grease Trap, HD= Heavy Duty, 2-C= 2 Compartment.

NOTE:

1-Compartment Tanks- 5' Maximum Back Fill Cover; 2-Compartment Tanks- 8' Maximum Back Fill Cover

ALL OF THE ABOVE TANKS ARE NON-TRAFFIC BEARING!

CUSTOM GREASE INTERCEPTORS, OIL/WATER SEPERATORS & SAND FILTERS ARE AVAILABLE.

TRAFFIC BEARING, CUSTOM AND LARGER SIZE TANKS ARE AVAILABLE.




